Metallic-Effect Compounds Improve the Eco-Friendly Nature of the Ford Escape Hybrid

Pre-colored Maxxam™ FX Metal polypropylene eliminates VOCs and painting for cost savings and a lower carbon footprint.

Situation

When designers at Ford Motor Co. went to the drawing board to design a next generation Escape Hybrid, the team looked for ways to add more eco-friendly features. They focused on the polypropylene engine cover, which had been coated with metallic paint to achieve a high-quality finish. Designers wanted to eliminate painting and its associated VOC emissions without losing the aesthetic appeal of a metallic look. The idea of molded-in-color material with a metallic effect emerged as a possible solution.

The chosen compound also had to meet specific performance requirements, including:

- Melt Flow Rate: 3 - 11g/10 minutes
- Talc Filler Content: 17 - 23%
- Tensile Strength at Yield, minimum: 29 MPa
- Flexural Modulus, minimum: 2.8 GPa
- Impact Strength, Izod, minimum: 1.7 kJ/m²
- Heat Deflection Temperature, min 56°C

Most importantly, the engine cover is a highly aesthetic part that contributes significantly to the Escape image and Ford's marketing efforts. As such, the molded-in-color version had to live up to exacting visual standards, without the highly visible knit lines common to other metallic-look plastic components.

The PolyOne Difference

When Ford's design team saw a sample of PolyOne’s Maxxam™ FX Metal, a metallic-look, talc-filled polypropylene compound, they asked supplier MPC Inc. (Walworth, WI) to evaluate the material in the engine cover application.

PolyOne’s technical service team had experience on a similar project, and was able to translate their knowledge to reduce the amount of time that MPC spent in validation.

To preclude the possibility of knit lines forming in the molded engine covers, the PolyOne team worked with the supplier in designing the injection mold for this part. By routing material flow in the mold so that flow fronts meet at the edges of the cover, the mold design helps to eliminate visible knit lines.
Delivering a Value-Added Solution

PolyOne provided a solution that met Ford’s performance and aesthetic requirements while simultaneously eliminating VOCs and cost from the manufacturing process.

Eliminating Paint = Total Manufacturing Cost Savings

By replacing traditional plastics that required post-mold painting with molded-in color Maxxam FX Metal, MPC was able to reduce the cost of producing the engine covers by approximately $800,000 annually. This figure represents the amount spent to have the parts painted by a nearby vendor, and includes the cost of transporting the parts back and forth to the paint shop.

In addition, because of PolyOne’s considerable compounding expertise, its technical team was able to improve material cost performance without trading off performance or excellent aesthetics.

Compounding Expertise = Design Freedom

PolyOne’s considerable knowledge in compounding brings the ability to provide a metallic effect material in a variety of base resins, and designers can select these compounds with confidence, knowing that they will meet performance objectives as well as aesthetic goals.

Compounds or Colorants = Processing Flexibility

Metallic effect materials can be supplied as pre-colored compounds or as natural resin. In this latter case, PolyOne supplies compatible OnColor™ FX color concentrates for on-site blending. This flexibility enables processors to work with the material in whichever way is most cost-effective for their operations.

Product choices often vary by region due to differences in regulatory and agency requirements, availability and other key factors. Please contact your nearest sales office for assistance in choosing the right solution for your locale.

CONTACT INFORMATION

Americas
U.S. – Avon Lake, Ohio
+1 440 930 1000
Argentina – Buenos Aires
+0054 11 4200 5917
Brasil – Campinas
+55 19 3206 0561
Mexico – Toluca
+52 722 2790200
GLS – McHenry, IL
+1 815 385-8500

Asia
China – Shenzhen
+86 (0) 755 2969 2888
China – Suzhou
+86 (0) 512 6823 24 38

Europe
Belgium - Assesse
+32 (0) 83 660 211
Czech Republic – Praha
+420 224 142 214
France - Tossiat
+33 (0) 4 74 42 69 70
Germany – Gaggenau
+49 (0) 7225 6802 0
Italy – Gallarate (Varese)
+39 03 31 797 448
Poland – Kutno
+48 24 357 47 00
Spain – Barbastro (Huesca)
+34 (9) 7431 0314
Sweden – Angered
+46 (0) 31 92 84 50
Turkey – Istanbul
+90 (0) 212 549 2256
United Kingdom – Widnes Cheshire
+44 (0) 05600 760 800
GLS – The Netherlands
+31 (0) 165 331 293


www.polyone.com

Copyright © 2010, PolyOne Corporation. PolyOne makes no representations, guarantees, or warranties of any kind with respect to the Information contained in this document about its accuracy, suitability for particular applications, or the results obtained or obtained using the information. Some of the Information arises from laboratory work with small-scale equipment which may not provide a reliable indication of performance or properties obtained or obtainable on larger scale equipment. Values reported as “typical” or stated without a range do not state minimum or maximum properties; consult your sales representative for property ranges and min/max specifications. Processing conditions can cause material properties to shift from the values stated in the Information. PolyOne makes no warranties or guarantees respecting suitability of either PolyOne’s products or the Information for your process or end-use application. You have the responsibility to conduct full-scale end-product performance testing to determine suitability in your application, and you assume all risk and liability arising from your use of the Information and/or use of handling of any product. POLYONE MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, either with respect to the Information or products reflected by the Information. This literature shall NOT operate as permission, recommendation, or inducement to practice any patented invention without permission of the patent owner.