
Glasforms™ Improved Adhesion Formulations 

Glasforms™ thermoset pultruded composites 
featuring improved adhesion resin formulations 
provide enhanced adhesive properties that enable 
exceptional bonding performance for end products. 
Manufacturers save time and labor by eliminating 
the need for peel ply or other surface preparation 
such as grinding or abrading, while achieving 
superior adhesion compared to these typical 
processes. Pultrusions manufactured using these 
formulations can also enable the use of adhesives 
to replace mechanical fasteners, reducing 
complexity and improving fatigue performance.

KEY CHARACTERISTICS
• Improves bonding performance of epoxy 

adhesives in installation of pultruded parts

• Eliminates need for surface preparation with 
abrasion or removal of peel ply layer prior to 
application of adhesives

• Reduces overall system costs by saving time 
and labor on secondary processes 

• Enables replacement of mechanical fasteners 
with epoxy adhesives for improved fatigue 
performance and reduced weight

•	 Simplifies	manufacturing	processes	and	
reduces part complexity

PRODUCT BULLETIN



www.avient.com 

Copyright © 2020, Avient Corporation. Avient makes no representations, guarantees, or warranties of any kind with respect to the information contained in this document about its accuracy, suitability 
for particular applications, or the results obtained or obtainable using the information. Some of the information arises from laboratory work with small-scale equipment which may not provide a reliable 
indication of performance or properties obtained or obtainable on larger-scale equipment. Values reported as “typical” or stated without a range do not state minimum or maximum properties; consult your 
sales	representative	for	property	ranges	and	min/max	specifications.	Processing	conditions	can	cause	material	properties	to	shift	from	the	values	stated	in	the	information.	Avient	makes	no	warranties	or	
guarantees respecting suitability of either Avient’s products or the information for your process or end-use application. You have the responsibility to conduct full-scale end-product performance testing 
to determine suitability in your application, and you assume all risk and liability arising from your use of the information and/or use or handling of any product. AVIENT MAKES NO WARRANTIES, EXPRESS 
OR	IMPLIED,	INCLUDING,	BUT	NOT	LIMITED	TO,	IMPLIED	WARRANTIES	OF	MERCHANTABILITY	AND	FITNESS	FOR	A	PARTICULAR	PURPOSE,	either	with	respect	to	the	information	or	products	reflected	by	the	
information. This literature shall NOT operate as permission, recommendation, or inducement to practice any patented invention without permission of the patent owner.

MARKETS AND APPLICATIONS
Infrastructure Reinforcement

• Concrete reinforcement
• Rebar

Industrial
• Containers 
• Support structures

Electrical & Energy
• Insulator rods with overmolded  

silicone jacketing
• Wind energy applications

Transportation
• Trailer reinforcement
• Support structures

FORMULATION LAP SHEAR - ASTM D3167-07

Polyester + Glass, epoxy adhesive 3,600 PSI

Vinyl Ester + Glass, epoxy adhesive 3,800 PSI


